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DRIVEN MODELS 500 & 858 SERIES

MODEL 500 MODEL 858
301768A 3/4" BORE 7 1/2" DRIVEN 302437A 3/4” BORE 8 1/2” DRIVEN
301221A 1" BORE 7 1/2" DRIVEN
Assembly Sequence MODEL 500
1 2 ITEM NO. ORDER NO DESCRIPTION QTY. REQ.
| | 1 301771A FIXED FACE & POST 34 BORE 1
1 301341A FIXED FACE & POST1” BORE 1
3 ] 2 301306A MOVABLE FACE W/BUTTONS 1
| 4 | = 3 302307A BUTTON KIT 3RH 3LH 6
3 | 5 4 300021A SPRING GREEN 1
| | 5 300061A WOODRUFF KEY 1
=20 e - 0) 6 300305A CAM 35 DEGREE 1
v 7 300047A RETAINING RING 1
g
_ =4 , '"MODEL 858
' 1 302445A FF & POST 1” BORE 1
1 302436A FIXED FACE & POST 3/4 BORE 1
2 301736A MOVABLE FACE W/BUTTONS 1
3 302307A BUTTON KIT 3RH 3LH 6
A 300315A SPRING 1
5 300061A WOODRUFF KEY 1
6 301495A = CAM 28 DEGREE 1
7 300047A RETAINING RING 1

| 500 - 500
| DRIVER DRIVEN

§.74 REF.

MODEL500 DRIVER/ 500 & 858 DRIVEN
RECOMMENDED BELT SPECIFICATIONS

OFFSET
154

4.32 REF. THRU THE BORE

T T 2
COMET | opfits | sERiES | BELT wremerend DL — —
OE%ER C.D. C.D. o.C. L T L l 500 DRIVER 7.5 ___’

* | SETTINGS | SETTINGS
300619A 7.0 30.40
300620A 8.0 32.29 500 - 858 395 REF. ——
300621A 8.5 7.6 33.24 DRIVER DRIVEN
5.74 REF. OFFSET 4.07 REF. THRU THE BORE
300622A 9.5 8.6 35.16 -y ,
r\
300623A 10.2 9.4 36.61 -
858 DRIVEN, 8.5 __J

300661A 13.0 12.0 41.98
300668A 15.0 14.2 45.91

| J
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MODEL 500 DRIVE ENGAGEMENT CHART

The following engagement chartis based on static rotation testing only. In actual selection of components,
the weight of the arm relative to the horsepower being transmitted should also be considered.

NOTES: Although different combinations of weights and springs might result in the same engagement RPM
the heavier weights and springs cause quicker upshifts (lower RPM) and slower backshifts (lower RPM).

ROLLER KITS
SPRING

KITS 41GRAMS 51GRAMS 62GRAMS 72GRAMS 79GRAMS 88GRAMS
PART NO. COLOR 300144A 300155A 300157A 300148A 301040A 301730A
302288A RED 1400 1200 1053 1000 950 850
302289A BLACK 1650 1450 1300 . 1200 1100 1050
302290A GREEN 2300 2050 1800 1700 1600 1450
302291A BLUE 29800 2450 2200 2050 1850 1750
302292A YELLOW 3050 2650 2350 2200 2050 1900
302293A PURPLE 3750 3250 2900 2650 2500 2300

MODEL 500 SYSTEM INSTALLATION INSTRUCTIONS

DRIVER

7 i——- ENGINE
IMPORTANT! \ ENGINE CRANKSHAFT
Torque converter DRIVE UNIT - L—" SHOULDER
MUST NOT FLOAT on engine w o B o ¢ '
crankshaft. It must be bolted / \
tight against engine crankshaft Shaft 90 *SH ¥

shoulder. Recommended Torque Center \ N

for bolt: To 30 +5 FT. Lbs.. NOTE:

Center line of engine crankshaft and
center line of jackshaft must be paraliel
at all times.

Setting
+0-1/16

(=]
-]
\

JACKSHAFT

Sprocket ratio must be ample for
maximum Torque Converter
performance.

DRIVEN

\_ /
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